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LOW-FREQUENCY PLASMA NOISE FROM THE ELECTRON- 
BOMBARDMENT ION THRUSTER 
by Allan J.  Cohen 
Lewis Research Center 
SUMMARY 
Low-frequency plasma noise from a mercury electron-bombardment ion thruster 
was studied for  several  magnetic field configurations. Frequency spectra  of the plasma 
noise were recorded from the operating thruster  and a correlation study comparing 
probe separation with signal t ime delay was made. A critical magnetic field was deter-  
mined from ion chamber performance and relative plasma noise measurements. Rota- 
tion of the plasma noise was found from the correlation study with a direction of rotation 
determined by the magnetic field direction. Correlation of the plasma noise along field 
lines was also observed with no t ime delay. A cusp magnetic field in only a portion of 
the discharge chamber was found to suppress plasma noise but no improvement of 
thruster  performance was observed. 
INTRODUCTION 
In the ion thruster  (refs. 1 to  3) the bombardment of neutral atoms by electrons 
produces an ionized gas in a cylindrical discharge chamber. An axial magnetic field is 
used to  obtain a high discharge efficiency. A plasma formed in such a chamber will dif- 
fuse radially outward, crossing the magnetic field lines. As a result  of the J X  B body 
force,  the plasma will tend to rotate under the influence of the magnetic field. The 
bombardment thruster  exhibits low -frequency plasma noise (ref. 4). Similar noise has 
been observed in  many plasma physics experiments (see review article, ref. 5). These 
disturbances o r  fluctuations are linked to the drifting magnetized plasma and have been 
termed drift waves. They are discussed in detail in this report .  
strength was reported in reference 6. Also, the ion number density leveled off. The 
increase of plasma noise at this cri t ical  magnetic field strength was also throught to be 
A large increase in the plasma noise level above a particular value of magnetic field 
related to the observed leveling off of the discharge energy pe r  beam ion (ref. 7). 
Kaufman (ref. 8) suggested that increased (or anomalous) diffusion greater  than the 
classical level would occur above the critical magnetic-field strength. In reference 4 a 
cusp magnetic field in the discharge chamber was found to suppress noise beyond the 
critical field strength. 
with three different magnetic field shapes (1) a uniform magnetic field, (2) a divergent 
magnetic field, and (3) a divergent magnetic field with a superimposed cusp magnetic 
field. The third field configuration was used to  study noise suppression by means of 
plasma stabilization. The purpose of this study was to  determine i f  the plasma discharge 
properties a r e  affected by the noise and over what range of magnetic field strength noise 
is important. 
In the present investigation a mercury electron-bombardment ion thruster  was tested 
APPARATUS AND PROCEDURE 
Thruster 
Thruster configurations. _ _ ~  - Figure 1 shows the three thruster  configurations tested. 
The basic thruster  was a cylindrical discharge chamber with a perforated pair.of grids 
on the downstream end. The 10-centimeter-long discharge chamber contained a 20- 
centimeter-diameter anode and a cathode filament. In thruster  configurations (1) and (2), 
the mercury vapor entered through a centerline hole and was distributed by a baffle. In 
configuration (2), a second anode was placed in the back on the centerline as in refer- 
ence 9. This 8-centimeter-diameter r ea r  anode had a 4-centimeter-diameter hole in 
the center. In configuration (3), the mercury vapor entered the chamber through numer- 
ous holes in the back plate. 
of and behind the thruster.  These coils produced a fairly uniform magnetic field 
(*lo percent) throughout most of the discharge chamber. The second configuration 
(fig. l(b)) has a single magnet coil behind the thruster.  An iron filing map of this di- 
vergent magnetic field is presented in figure 2. In the third configuration, a magnetic 
quadrupole was used in the rear portion of the discharge chamber in addition to the 
single coil. This combination produced the magnet -field configuration shown in the iron 
filing map presented in figure 3. In this thrid configuration the chamber had a smaller 
main anode placed nearer  the grids and the cusp field was confined by the iron pole 
pieces to the r e a r  of the discharge plasma. Thus the anode was located in a region dom- 
inated by the divergent field alone. 
figurations (2 and 3) were measured at the cathode location. 
The first configuration (fig. l(a)) has two identical magnet coils placed on the front 
The magnetic field strengths for  the divergent con- 
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Electrical configuration. - An electrical schematic for  the thruster  is shown in fig- . 
u r e  4. The high voltage and accelerator supplies were operated at 2000 and 1000 volts, 
respectively, for thruster  performance data but were not used during plasma noise 
measurements. A constant discharge voltage of 50 volts was used throughout the tests. 
An electrically heated porous tungsten plug vaporizer was used to introduce mercury 
propellant into the thruster.  The cusp field supply was operated in the third configura- 
tion only. The thruster  was operated either on the main anode o r  rear anode (for 
thruster  (2)) using the switch shown in figure 4. 
Facility 
The thruster  was  operated in  a metal bell jar that was 1 meter  in diameter, with the 
1 beam directed into a vacuum tank that was 1s meters  in diameter 5 meters  long. The 
vacuum tank, described in detail in reference 10, was operated at a pressure of about 
7x10-6 tor r .  
Langmuir Probes 
Four Langmuir probes were used in  the tests. A typical probe is shown in fig- 
u re  5(a). The exposed sensing t ip had a length of about 0.4 centimeter and a diameter of 
2 . 5 4 ~ 1 0 -  centimeter. . The position of the four probes is shown in figure 5(b). The 
probes penetrated the discharge chamber walls as shown and were set radially halfway 
between the wall and the chamber axis. Two probes, A and C, were shifted by 120' on 
the circumference from the other two, B and D. Also, probe set  A and C and set  B and 
D were separated longitudinally 5 centimeters. 
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Measurements 
In the tests the thruster  performance was determined in t e rms  of discharge energy 
per  beam ion as a function of magnetic-field strength and propellant utilization efficiency. 
The discharge energy pe r  beam ion (eV/ion) is equal to  the discharge power divided by 
the beam current. The propellant utilization efficiency is equal to  the beam current di-  
vided by the equivalent mercury flow rate into the thruster.  
Figure 6 shows electrical  schematics for  the two methods used in the noise investi- 
gation. In figure 6(a) the noise signal, sensed by a Langmuir probe, was applied to a 
filter. The fi l ter  removed the low-frequency (120 Hz) thruster  power supply ripple from 
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the plasma noise. The remaining signal was observed with either a spectrum analyzer 
o r  r m s  voltmeter. The spectrum analyzer displays plasma noise strength as a function 
of frequency. The r m s  voltmeter was used to  determine the total noise level sensed by 
the Langmuir probe. 
In figure 6(b) the electrical  schematic for  the correlation experiment is shown. Two 
tuned circuits picked out a single identical frequency component from each of two probe 
noise signals and compared them on a dual beam oscilloscope. The sweeps of the upper 
beam fall on top of each other giving a sine wave on oscilloscope photographs t races .  If 
the other probe signal is delayed in a nonrandom manner then the lower beam also will 
be a clean sine wave with a given phase shift. 
phase shift determines the frequency of rotation of the plasma noise. 
are given in the next section and in reference 11. In a few instances measurements were 
taken by a current probe (transformer),  which was placed around the anode lead to  pick 
up AC (plasma noise) signals. 
For  azimuthally separated probes, the 
Further details 
RESULTS AND DISCUSSION 
Uniform Field Operation 
Discharge energy p e r  beam ion is plotted in figure 7 as a function of magnetic field 
strength for the thruster  with a uniform field configuration. The discharge losses drop 
rapidly with increasing field strength and level off at 2.7 milliteslas at a discharge energy 
p e r  beam ion of 310 electron volts. The neutral flow rate was 240 milliamperes equiva- 
lent flow (assuming singly ionized mercury), and the beam current was 140 milliamperes. 
Discharge energy per  beam ion as a function of propellant utilization is shown in fig- 
ure  8.  At 85 percent propellant utilization efficiency, the discharge energy per  beam ion 
was about 400 electron volts. This performance is not as good as that reported for  pre-  
sent thrusters  (ref. 12), as a consequence of a uniform magnetic field. 
Figure 9 shows photographs of oscilliscope traces of the frequency spectra of the 
plasma noise detected from Langmuir probe B from the uniform field thruster.  The 
thruster  was operated at a constant discharge current of 1 ampere.  No change in the 
noise data (same spectra shape as well as relative magnitude) was found when the high 
voltage and accelerator voltage were switched off (no ion beam), so all noise data were 
taken without high voltages applied. This test  was accomplished using a transformed 
pickup on the main anode lead. Spectra were recorded for different magnetic-field 
strengths and compared for conditions with the beam both on and off. In figure 9(a) a 
120-hertz peak, due t o  the thruster  power supply, is visible on the photograph. A zero  
peak, which is always placed on traces from the spectrum analyzer, and the mi r ro r  
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image of the 120-hertz peak are also visible. The gain of the spectrum analyzer is not 
high enough for this t race  to display the plasma noise from the thruster.  Thus, the 120- 
hertz peak is very strong relative to  the plasma noise f rom the thruster.  The photo- 
graph in figure 9(b) was taken with a filter set to suppress signals below 150 hertz. When 
the gain of the spectrum analyzer was increased, the plasma noise became visible. 
two different magnetic-field strengths. The thruster was again operated at a discharge 
current of 1 ampere and again probe B was the noise sensor. The vertical gain is ad- ' 
justed to  obtain the full spectrum on the photographs. No concentration of signal noise 
energy at a single frequency (as in fig. 9(a)) was found in this part of the tests. The 
photographic data. 
The amplitude of the plasma noise was next measured with an r m s  voltmeter. A 
fi l ter  was set  to suppress all noise below 150 hertz. The magnetic field strength was 
varied above and below 2.7 millitesla (the suspected critical magnetic field strength). 
The discharge current was adjusted to give a constant beam current of 140 milliamperes. 
This  kept the plasma density constant throughout the measurements. Figure 11 is a plot 
of relative noise level in volts as a function of magnetic-field strength. A r ise  in the 
noise level occurred above 2. 7 millitesla. This is the same field strength at which the 
discharge energy pe r  beam ion leveled off (see fig. 7), thus indicating a relationship be- 
tween the plasma noise increase and the performance (determined by plasma discharge 
conditions) of the ion thruster.  Thus, for  this configuration, the value of 2 .7  millitesla 
can be regarded as the cri t ical  magnetic field. 
settings varied between 1 and 200 millivolts per  centimeter. The horizontal setting 
(representing time) was set at about 50 microseconds per  centimeter. Noise signals 
were taken with probes A and B except where noted. These signals passed through 
identically tuned circuits. The dual beam oscilloscope triggered on the upper beam so 
that all the individual t r aces  of this beam fall on top of each other giving a sine wave at 
the frequency of the tuned circuit. If the lower signal is also a sine wave, then correla- 
tion (consistent phase separation) of the two signals has occurred. 
labeled according to the magnetic field (2. 7 mT is the cri t ical  value), the signal f re -  
quency, and the phase shift (either leading o r  lagging the upper trace). The data a r e  also 
labeled N o r  R referring to  whether the magnetic field was normal o r  reversed. 
Figure 12(a) shows a correlation for  a magnetic field strength. of 3.9 millitesla with 
a phase lead of 125'. 
with a reversed magnetic field. Both correlation are for  a signal frequency of 4 .7  kilo- 
hertz.  
two photographs, which caused a reversal  in phase shift. Because the probes were 120' 
In figure 10 typical frequency spectra  from the uniform-field thruster  a r e  shown for 
. broad spectrum of noise found was concentrated around ze ro  frequency as shown by these 
In figure 12 photographs from a dual beam oscilloscope are presented. The vertical 
The figures a r e  
Figure 12(b) shows a 125' phase lag corresponding to operation 
The only difference in the data is that the magnetic field was reversed for these 
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apart ,  it is concluded that the disturbance is rotating in the thruster  under the influence 
of the magnetic field at a rotational frequency of about 4.7 kilohertz. In figures 12(c) and 
(d) the same magnetic field strength was used and correlation of the 6- and 3-kilohertz 
components of the noise signal was investigated. Phase shifts of 150' and 84' were 
found. With the inferred rotational frequency of 4.7 kilohertz, calculated phase shifts 
of 153' and 7' were expected at these test frequencies. The results are in good agree- 
ment, which checks the inferred rotational frequency. 
For  figure 12(e) the neutral flow rate was increased from the 150-milliampere rate 
used throughout the correlation study to  over 500 milliamperes. The result was a lack 
of correlation (no clear sine wave in the lower trace) presumably because of neutral 
damping of the signal in an arc length less  than 120'. 
In figures 12(f) and (g) the signal is compared at probes B and D. These probes 
were spaced along the field lines (see fig. 5). There is correlation but no phase shift 
between the detected noise components. Hence, the disturbance traveled along the field 
line without measurable time delay. 
In figures 12(h) and (i) correlation occurs at a magnetic-field strength of 2 .1  milli- 
tes la  (below the critical field). Based on the 120' spatial phase pdsitions, the dis- 
turbance was rotating at 3.6 kilohertz. This is a lower rotational frequency than found 
for  the magnetic-field strength of 3. 9 millitesla. In figure 12(j) a magnetic field strength 
of 1 . 8  millitesla was used and a phase shift of 207' found. This shift corresponds to  
rotation at a still lower frequency of 2 .7  kilohertz. At a magnetic field strength of 
1 . 5  millitesla (fig. 12(k)), the rotation appears to  have disappeared, presumably because 
the magnetic field strength is too weak. Figure 12(1) shows lack of measurable phase 
shift along field lines from probes B and D at a magnetic field strength of 1. 8 millitesla. 
Nonuniform Field Operation 
In figure 13 discharge energy per  beam ion is plotted as a function of magnetic field 
strength for the thruster with the divergent magnetic field. The curve has a minimum at 
2. 8 millitesla (magnetic-field strength was measured at the cathode). The discharge 
energy per  beam ion was 225 electron volts at this field strength. The neutral flow rate 
was 280 milliamperes, and the beam current was 200 milliamperes, giving a propellant 
utilization of 71 percent. The corresponding curve of discharge energy pe r  beam ion as 
a function of propellant utilization is shown in figure 14. At 90-percent propellant utili- 
zation, the discharge energy per  beam ion was 260 electron volts. This performance is 
comparable to present mercury bombardment ion thrusters  (ref. 12). 
pickup was by a current probe on the anode lead. No fi l ter  was used to  suppress power 
Figure 15 is a typical frequency spectrum for  nonuniform field operation. The noise 
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supply noise. A number of these photographs were taken fo r  different magnetic field 
strengths at  a constant discharge current. The spectra were similar to  those found for  
uniform-field operation. A plot of relative noise level as a function of magnetic field 
strength was made based on the values that occurred at  a frequency of 3 kilohertz. This 
plot is shown in figure 16. The rise of noise occurred beyond 2 . 4  millitesla very close 
to the minimum of the discharge energy per  beam ion. It was concluded that the relation 
found before holds f o r  nonuniform field operation as well as for  uniform field operation: 
that is, that a leveling off of the discharge losses occurs at the same magnetic-field 
strength as a rise in plasma noise. 
anode (see fig. 1). The baffle that spread the mercury flow partially shielded the rear 
anode from a direct path to the cathode. The main anode was rendered ineffective by 
electrically connecting it to the thruster  body which was at cathode potential. In figure 17 
discharge energy per  beam ion is presented as a function of magnetic-field strength for 
rear-anode operation. The curve levels off at about 2.4 millitesla, close to the value 
found with main anode operation. The neutral flow was 555 milliamperes and the beam 
current w a s  200 milliamperes, giving a propellant utilization of 36 percent. In figure 18 
discharge energy per  beam ion is plotted as a function of propellant utilization. At 
70-percent utilization, the discharge energy pe r  beam ion was 574. This,  of course, is 
very poor performance for an ion thruster.  
Frequency spectrum measurements of the low -frequency plasma signal for  the 
thruster with divergent field and rear-anode operation a r e  shown in figure 19. Because 
of poor synchronization between oscilloscope and spectrum analyzer, a sharp r i s e  on the 
right side of the t race  occurred that was unrelated to  the noise measurement. A con- 
centration of noise energy at about 2 kilohertz was found above the background plasma 
noise at an onset value of about 2.4 milliteslas. This is at nearly the same value of 
magnetic-field strength at which the discharge energy per  beam ion leveled off, and it 
can therefore be defined as the critical field strength for this configuration. 
After the preceding tes ts ,  a short correlation study of the plasma noise from the 
thruster with the divergent magnetic-field configuration and normal anode was under - 
taken. The data of figure 20 were taken from the dual beam oscilloscope with signals 
from probe set  A and B and set B and D through the tuned circuits. The settings a r e  
the horizontal axis. For  the data presented in these figures the thruster was run on the 
main anode. 
and (b) show a leading and lagging phase shift of about 120' for probes A and B, which 
were azimuthally displaced by 120'. This is due to  a reversal  of the magnetic field. 
The disturbance was evidently rotating at 4. 7 kilohertz. Figure 20(c) shows a phase 
shift of 45' from probes B and D (separated longitudinally). 
, 
The thruster with a divergent magnetic-field configuration was next run on the r e a r  
\ 
4 100 millivolts per  centimeter on the vertical axis and 50 microsecond pe r  centimeter on 
There was no 2-kilohertz peak when run on the main anode. Figures 20(a) d 
The phase shift being other 
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than zero  was probably due to  the probes being set  parallel  to  the centerline and the 
magnetic field being divergent. The phase shift would arise because the disturbance 
must cross  field lines from probes B to D. 
The probe signal was filtered with a bandpass fi l ter  to  remove noise at frequencies 
above and below the 2-kilohertz peak. In figure 21(a) the filtered signal from probes C 
and D was observed on the dual-beam oscilloscope. There was no phase shift even 
though these probes were separated 120' azimuthally. In figure 21(b) the 2-kilohertz 
signal was observed on the oscilloscope t o  be coming from probe C and a transformer on 
the main anode lead. A 90' phase shift was observed. Whether the 2-kilohertz signal 
represents a traveling or standing wave with phase shift in the radial direction could not 
be determined. 
Fo r  the data presented in figure 21, the thruster  was operated on the r ea r  anode. 
. 
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Cusp Field Operation 
Next a cusp magnetic field was added to  the thruster  previously operated with a di- 
vergent magnetic field (see fig. 1). The cusp field was confined by the quadrupole elec- 
tromagnet to the upstream portion of the thruster.  The portion of the thruster near  the 
grids was affected primarily by the divergent magnetic field. The total field in the for- 
ward portion of the thruster  decreased in strength as the radial position increased. 
A plasma noise study was made. Figure 22 shows the frequency spectrum of the 
plasma noise from the thruster  operating with a nonuniform field and with and without 
the additional cusp magnetic field. Without the cusp field, the data of figures 22(a) and 
(b) was observed. The data represent typical plasma noise patterns previously found for  
the thruster.  Probe A was used as the plasma noise sensor.  A filter was used for the 
data of figure 22(b) but not for that of figure 22(a). When the cusp field was energized 
with a 10-ampere current, the plasma noise diminished to  a low level as shown in both 
figures 22(c) and (d). The two cases  presented are for  axial fields greater than and less  
than the critical magnetic field of 2 .7  milliteslas found previously. The cusp field 
strength halfway between adjacent poles was 0.55 millitesla pe r  ampere. When an r m s  
voltmeter was used, it was found that the noise diminished in strength for the two cases 
presented by a factor of 20 to  30 compared with operation with no cusp field. 
It is noteworthy that suppression of noise occurred with the thruster  operating at 
greater  than and less  than the critical magnetic field strength. Noise suppression also 
occurred in the cusp axial magnetic geometry in which the cusp field was confined to only 
a portion of the configuration. However, no improvement of thruster  performance was 
observed with the addition of a noise suppressing cusp field. 
b 
. 
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SUMMARY O F  RESULTS 
Values of discharge energy pe r  beam ion and relative low-frequency noise strength 
as a function of magnetic field strength were determined for an ion thruster .  The noise 
level increased and the discharge energy pe r  beam ion leveled off at about the same 
magnetic field strength. 
separator of any other behavior observed in this investigation. 
anode did not show any peaks but showed a concentration of broad-band noise around zero  
frequency. A peak at 2 kilohertz was found, however, in the plasma noise from the di- 
vergent field thruster  operating on a back anode. 
uniform field thrusters  operating with a cylindrical anode. This study also indicated no 
time delay to the fluctuations along magneti’c-field lines. Furthermore,  the 2 -kilohertz 
peak found in this study showed a noise phase separation in the radial direction. 
U s e  of a cusp field in a portion of the thruster  resulted in  noise suppression. This 
noise suppression was highly effective in reducing the noise strength in the experiment 
by a h c t o r  of 20 to 30. The cusp field worked as a noise suppressor even though it was 
contained in only a portion of the thruster  geometry. No improvement in performance, 
however, was noted. 
This critical value of magnetic field strength did not act as a 
Frequency spectra of the plasma noise from the ion thruster  with a cylindrical 
A correlation study indicated a rotation of the fluctuations in the uniform and non- 
Lewis Research Center, 
National Aeronautics and Space Administration, 
Cleveland, Ohio, December 30, 1970, 
120 -26. 
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(a) Langmuir  probe. (b) Posi t ion of Langmuir  probes. 
Figure 5. - Langmuir  probe details ior  noise investigation. 
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(a) Noise test c i r cu i t .  (b) Correlat ion test c i r c u i t  us ing  iwo Langmuir  probes. 
Figure 6. - Electrical schematics for  noise investigation. 
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Figure 7. - Discharge energy per beam ion  as func t i on  of magnetic f ield strength for 
u n i f o r m  field operation. Beam c u r r e n t ,  140 mill iamperes: neu t ra l  flow, 24L m i l l i -  
amperes. 
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Figure 8. - Discharge energy per beam ion  as func t i on  of propellant 
ut i l izat ion efficiency for un i fo rm- f i e ld  operation. Neutral  flow. 
240 mill iamperes. 
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(a) Power supply peak (120 Hzl. (b) Power supply noise (120 Hzl, suppressed. 
Figure 9. - Frequency spectrum analysis of power-supply noise for  operating t h r u s t e r .  
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(a) Magnetic field, 1.8 mill i teslas. lb l  Magnetic field, 3.3 mill i teslas. 
Figure 10. - Frequency spectrum analysis of un i fo rm magnetic field th rus te r  for d i f ferent magnetic f ield strength. 
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Figure 11. - Plasma noise strength as func t i on  of macJx i i c - f i e ld  strength for un i fo rm- f i e ld  con f igu -  
rat ion.  Poise was measured w i th  a n  rms  voltmeter. 
l a )  Magnetic field, 3.9 mil l i teslas I R I :  frequency, 4.7 k i lohertz:  phase 
sh i f t  of lower trace, 125' leading. 
ICI Magnetic field, 3.9 mi l l i teslas IN): frequency, 6.0 ki lohertz:  phase 
sh i f t  of lower trace, 150 lagging. 
!e) Magnetic field. 3.9 mil l i teslas iR , :  frequency, 4.7 k i lohertz:  n o  
correlat ion.  
I b l  Magnetic field, 3.9 mi l l i teslas (NI; frequency, 4.7 kilohertz: phase 
sh i f t  of lower trace, 125' lagging. 
( d l  Magnetic field, 3 . 9  mill iteslas INI: frequency. 3 kilohertz: phase 
sh i f t  of lower trace, 84 lagging. 
( f l  Magnetic field, 3.9 mill iteslas INI: frequency, 4. 7 k i lohertz;  probes 
B and 0: phase shi f t ,  zero. 
Figure 12. - Correlat ion study for un i fo rm- f i e ld  t h r u s t e r .  Frequency values refer to signal component under  analysis. N denotes no rma l  magnetic 
f ield and R denotes reversed magnetic field. Probes A and B of f igure 5 except w h e r e  noted. Vert ical  settings, 1 to 200 mil l ivol ts per centimeter: 
hor izontal  settings. 50 microseconds per cent imeter.  
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(g) Magnetic field, 3.9 mill i teslas (R) ;  frequency, 4.7 kilohertz; probes 
B and D; phase shift, zero. 
(il Magnetic field, 2.1 mill i teslas (R) ;  frequency, 4. 7 kilohertz; phase 
shi f t  of lower trace, 155' leading. 
l k l  Magnetic field, 1.5 mill i teslas INI; frequency, 4. 7 ki lohertz: phase 
shi f t ,  zero. 
Figure 12. 
(hJ Magnetic field, 2.1 mill i teslas (N); frequency, 4. 7 kilohertz; phase 
sh i f t  of lower trace, 145" lagging. 
Cj) Magnetic field, 1.8 mill i teslas (RI ;  frequency, 4.7 kilohertz; phase 
sh i f t  of lower trace, 207" leading. 
(I) Magnetic field, 1.8 mill iteslas: frequency, 4.7 kilohertz: probes B 
and D; phase shift, zero. 
Concluded. 
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Figure 13. - Discharge energy per beam ion  as func t i on  of magnetic f ield strength for n o n u n i f o r m -  
field conf igurat ion a n d  ma in  anode operation, beam c u r r e n t ,  2CC mill iamperes, neu t ra l  flow, ZG 
mill iamperes. 
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Figure 14. - Discharge energy per beam ion as func t i on  of propel lant-  
u t i l i za t i on  efficiency for nonun i fo rm- f i e ld  conf igurat ion and main 
anode operation. Neu t ra l  flow, 280 mill iamperes. 
19 
m c 
3 
L m L
c ._ e 
m 
5 
E 
ol c
c m
a >
m 
a 
E 
.- 
c -
4 -  
2 -  
0 -  
0 15 
Frequency, kHz 
30 
F igu re  15. - Typical f requency spectrum for nonun i fo rm- f i e ld  operation and ma in  anode operation. 
Magnet ic field, 3.0 mill i teslas. 
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Figure 16. - Relative noise strength as func t i on  of magnetic-field strength for nonun i fo r i n - f i e !d  con -  
I 
f igurat ion and ma in  anode operation. 
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Figure 17. - Discharge energy per beam i o n  as func t i on  of magnetic f ield strength for  
t he  rear anode conf igurat ion.  Beam cu r ren t ,  200 mill iamperes; neu t ra l  flow, 
555 mill iamperes. 
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Figure 13. - Discharge energy per beam ion  as func t i on  of propellant 
u t i l i za t i on  efficiency for t he  rear anode conf igurat ion.  Neu t ra l  
flow, 555 mill iamperes. 
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(a) Magnetic field, 1.8 mi l l i teslas.  
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( b )  Magnetic field, 2.4 mill i teslas. IcI Magnetic field, 2.7 mi l l i teslas.  
Figure 19. - Frequency spectrum analysis for  n o n u n i f o r m  f ie ld conf igurat ion operating on the rear anode, 
(a) Magnetic f ield strength, 2.8 mill i teslas (NI; probes A and 6; 
component frequency 4.7 kilohertz; upper trace phase sh i f t  117' 
lagging. 
I b l  Magnetic f ield strength, 2.8 mill i teslas I R I ;  probes A and B; 
component frequency 4.7 kilohertz: upper trace phase shi f t  123. 
leading. 
IC) Magnetic field strength, 2.8 mill i teslas; probes B and D: component 
frequency 4.7 kilohertz: upper trace phase sh i f t  45 lagging. 
Figure 20. - Correlation study for nonun i fo rm field conf igurat ion and main anode operation. Horizontal setting, 50 microseconds per centimeter: 
vertical setting, 100 mil ivol ts per centimeter. N denotes normal magnetic field and R denotes reversed magnetic field. 
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(a1 Magnetic field, 2.9 mill i teslas: probes C and D; component fre- 
quency, 2 kilohertz: phase shift. zero. 
. 
(bl  Magnetic field, 2 . 9  mill iteslas; probes C and transformer on 
main anode: component frequency, 2 kilohertz; phase shift, 
90-  lagging. 
Figure 21. - Correlation study for nonun i fo rm field configuration w i th  rear anode operation. Horizontal setting, 0.1 mill isecond per centimeter: vertical 
setting, 10 to 50 milivolts per centimeter. 
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( b )  Magnet ic field s t rength ,  3.0 mi l l i teslas:  w i thout  cusp field. (a )  Magnet ic f ie ld strength,  2.0 mi l l i tes las :  w i thout  cusp field. 
0 8 16 0 8 I6 
Frequenck kHc 
(c) Magnet ic f ield s t rength ,  2.0 mi l l i teslas:  cusp magnet c u r r e n t ,  (d)  Magnet ic f ield strength,  3.0 mi l l i teslas;  cusp magnet c u r r e n t ,  
10 amperes. 10 amperes. 
F igure  22. - Plasma noise s t rength  study fo r  n o n u n i f o r m  field operat ion w i th  and w i thout  cusp field operating. Th rus te r  conf igura t ion  (31 ( f ig .  llcll. 
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